
EM-C240

Power specifications

Input Connection 3-Phase: 3P+N+PE

Input Voltage 400 Vac ±10%

Frequency 50 Hz or 60 Hz

THDi ≤5%

Power Factor ≥0.98

Output Voltage 200Vdc – 1000Vdc

Max. Output Current 250A (300A Optional)

Rated Power 60kW-240kW

User Interface & Control

LCD Display 10-inch Color Touch Screen (7-inch advertising display version)

User Authentication RFID (ISO/IEC 14443) (APP/Credit Card Customization)

LED Indicator Green/Blue/Red

Charger Connector CCS2 (CCS1 / CHAdeMO/GB/T Optional)

Number of Charging Interfaces 1 or 2

Energy Measuring DC meter, 1% accuracy

Communication

Backend Ethernet (4G Optional)

Charging Protocol ISO 15118, DIN 70121

Backend Protocol OCPP 1.6 J/OCPP2.01

Mechanical

Product Dimension (W×D×H) 750 mm × 650 mm × 2019 mm (W×D×H)

Package Dimension (W×D×H) 1000 × 920 × 2050 mm

Charging Cable Length 5 m (Customizable)

Weight 411 kg (Net) / 428 kg (Gross)

Mounting Free Standing

Certifications IEC62196-1, IEC62196-3, IEC 61851-1, IEC61851-23, IEC61851-24, CE

Protection

Residual Current Device Yes

Internal Fuse Yes

Electrical Protection Over/Under Voltage, Over Current, Short Circuit, 
 Over Temperature, Lightning, Ground Fault, Surge

Environmental

Operating Temperature -30°C ~ +50°C

Storage Temperature -40°C ~ +75°C

Operating Humidity Max. 93% RH, Non-Condensing

Operating Altitude ≤2000 m

IP / IK Level IP55, IK10

Cooling Method Fan Cooling

General

Manufactured Emaldo

Product name EM-C240

The EM-C240 is a scalable commercial DC fast charger for public, commercial, 
and fleet charging applications. With modular power options from 60kW to 
240kW, it allows operators to match charging capacity to site demand while 
remaining flexible for future expansion. Designed for indoor and outdoor use,  
it combines robust protection, smart connectivity, user-friendly operation,  
and broad vehicle compatibility in one professional charging platform.

Key USP’s
• Scalable DC fast charger for commercial and public EV infrastructure.
• Ideal for fleets, charging hubs, workplaces, retail, and public parking.
• Broad EV compatibility with multiple charging standards.
• Smart OCPP-enabled monitoring and management.
• Intuitive colour touchscreen interface.
• Modular design for easy maintenance and expansion.
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